
Frequency Range  32.768KHz 

Opera�ng Temperature Range   -10° to 60°C or –40°C to 85°C 

Storage Temperature Range  -55°C to 125°C 

Aging  ±3ppm / Year Max 

Shunt Capacitance (Co)  .9pF to 1.7pF Max 

Insula�on Resistance  500 MΩ Min 

Load Capacitance (CL)  6pF or 12.5pF 

Series Resistance (R1)  70KΩ Max 

Mo�onal Capacitance (C1)  0.6fF to 2.3fF 

Drive Level (DL)  1.0µW max 
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Mechanical Dimensions  
CF25S 

 
32.768KHz 
SMD Tuning 

Fork 
 
 
2.0mm x 5.0mm          

Ceramic SMD 
RoHS Compliant 

 

 

Series 

CF25S 

 

Load Capacitance 

12 = 12.5pF 

6 = 6pF 

 

Tolerance / Stability 

A = 20ppm 

 

 

Packaging Op�ons  

Blank = Bulk  

T = Tape & Reel  

 

 

Center Frequency 

32.768KHz 

 

Mode Of Opera�on 

A = Fundamental 

                                                                                                                             

Opera�ng Temp Range  

                                                              2 = -10°C to 60°C 

CF25S 12 A 2  A –32.768KHz-T 

Part Numbering Guide 

Electrical Specifica�ons 


